
AURORA MODEL CP BOSS
HORIZONTAL DUPLEX

WITHOUT TANK

Section 770 Page 201
Date January 2003
Supersedes Section 770 Page 201
Dated August 2002

(4) 1.00 DIA. HOLES

52 (1321) APPROX 1.5 (38)

49
 (1

24
7)

45.5 (1156)

46
 (1

16
8)

48 (1219)
1.25 (32)

76 (1930)
MAX

51 (1295)

1.5 (38)
46 (1168)

3.5 (89)

11 (279)

20 
(508)

AY MAX.
3", 4" OR 6"

FLANGED
SUCTION

MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

MOTOR AY MAX.
145JM 0
182JM 0
184JM 0
213JM 1.00
215JM 0.50
254JM 1.25
256JM 1.00
284JM 1.50
286JM 1.50



AURORA MODEL CP BOSS
HORIZONTAL TRIPLEX

WITHOUT TANK

Section 770 Page 202
Date January 2003
Supersedes Section 770 Page 202
Dated August 2002

(4) 1.00 DIA. HOLES

77 (1956) APPROX 1.5 (38)

49
 (1

24
7)

69.5 (1765)

46
 (1

16
8)

72 (1829)
1.25 (32)

76 (1930)
MAX

51 (1295)

1.5 (38)
46 (1168)

3.5 (89)

11 (279)

20 
(508) AY MAX.

3", 4" OR 6"
FLANGED
SUCTION

MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

MOTOR AY MAX.
145JM 0
182JM 0
184JM 0
213JM 1.00
215JM 0.50
254JM 1.25
256JM 1.00
284JM 1.50
286JM 1.50



AURORA MODEL CP BOSS
VERTICAL DUPLEX

WITHOUT TANK

Section 770 Page 203
Date January 2003
Supersedes Section 770 Page 203
Dated August 2002

(4) 1.00 DIA. HOLES

52 (1321) APPROX

1.5 (38)

27
 (6

86
)

1.25 (32)

76 (1930)
MAX

48 (1219) 27 (686)
3.5 (89)

8 (203)

20 (508)

3", 4" OR 6" FLANGED
SUCTION MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

45.5 (1156)

45.5 (1156)

31.5 (800)

8 (203)

1.25 (32)



AURORA MODEL CP BOSS
VERTICAL TRIPLEX

WITHOUT TANK

Section 770 Page 204
Date January 2003
Supersedes Section 770 Page 204
Dated August 2002

(4) 1.00 DIA. HOLES

77 (1956) APPROX

1.5 (38)

27
 (6

86
)

1.25 (32)

76 (1930)
MAX

72 (1829) 27 (686)
3.5 (89)

8 (203)

20 (508)

3", 4" OR 6" FLANGED
SUCTION MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

69.5 (1765)

31.5 (800)

1.25 (32)

69.5 (1765)



AURORA MODEL CP BOSS
HORIZONTAL DUPLEX

WITH BASE MOUNTED TANK

Section 770 Page 205
Date January 2003
Supersedes Section 770 Page 205
Dated August 2002

(4) 1.00 DIA. HOLES

85.5 (2172)

1.5 (38)

49
 (1

24
7)

46
 (1

16
8)

1.25 (32)

76 (1930)
MAX

51 (1295)

1.5 (38)
46 (1168)

3.5 (89)

11 (279)

20 
(508)

AY MAX.

3", 4" OR 6" FLANGED
SUCTION MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

MOTOR AY MAX.
145JM 0
182JM 0
184JM 0
213JM 1.00
215JM 0.50
254JM 1.25
256JM 1.00
284JM 1.50
286JM 1.50

1.25 (32)85.5 (2172)
88 (2235)

132-GALLON & 158-GALLON TANKS
ARE BASE MOUNTED. 220-GALLON
TANKS ARE NOT MOUNTED.

89.6 (2276)
MAX



AURORA MODEL CP BOSS
HORIZONTAL TRIPLEX

WITH BASE MOUNTED TANK

Section 770 Page 206
Date January 2003
Supersedes Section 770 Page 206
Dated August 2002
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AURORA MODEL CP BOSS
VERTICAL DUPLEX

WITH BASE MOUNTED TANK

Section 770 Page 207
Date January 2003
Supersedes Section 770 Page 207
Dated August 2002

(4) 1.00 DIA. HOLES 1.5 (38)

27
 (6

86
)

1.25 (32)

76 (1930)
MAX

88 (2235) 27 (686)
3.5 (89)

8 (203)

20 (508)

3", 4" OR 6" FLANGED
SUCTION MANIFOLD

3", 4" OR 6"
FLANGED

DISCHARGE
MANIFOLD

NOTES:
1. All dimensions in inches (mm) and may vary ±  1/2" (13).
2. Not for construction purposes unless certified.
4. Manifold flanges are ANSI Standard Class 125 Flat Face.
5. Standard (right hand) assembly is shown. Consult factory 
    for other configurations.

85.5 (2172)

31.5 (800)

1.25 (32)

132-GALLON & 158-GALLON
TANKS ARE BASE MOUNTED.
220-GALLON TANKS
ARE NOT MOUNTED

85.5 (2172)

89.6 (2276)
MAX



AURORA MODEL CP BOSS
VERTICAL TRIPLEX

WITH BASE MOUNTED TANK

Section 770 Page 208
Date January 2003
Supersedes Section 770 Page 208
Dated August 2002
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AURORA MODEL CP BOSS

TANK ONLY

Section 770 Page 209
Date August 2002

NOTES:
1. All dimensions in inches (mm) and may vary ± 1/2" (13).
2. All dimensions and weights are approximate.
3. Not for construction purposes unless certified.
4. 211-220 gallon tanks cannot be mounted on base.

TANK WEIGHT AND SIZE
TANK SIZE 125 PSIG 175 PSIG DIA H
(GALLONS) (LBS) (LBS) (TYPICAL) (TYPICAL)

120 - 132 298 349 30 61
(762) (1549)

158 - 165 400 480 30 80
(762) (2032)

211 - 220 513 626 36 69
(914) (1753)

DIA

H

BOTTOM SYSTEM CONNECTION

AIR
VALVE

ASME CONSTRUCTION
FDA APPROVED BLADDER


